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DETAIL or RETAINING \WALL szoiov WEST ABUTMENT

WORK TO BE DONE BY SCCTIONS IN ORDER INDICATED 8Y NUMBERS IN CIRCLES. NOT MORE
THAN | SECTION TO B UNDER CONSTRUCTION AT ONE"TIME. PREVIOUS SECTION TO BE BACK
FILLED AND EARTH TAMPED INTO PLACE BEFORE BEGINNING EXCAVATION POR NEXT SECTION

Scag (=4

DETAIL. or RETAINING WALLS suiov PIERS | Map #3746

WORK TO BZ DONE BY SCECTIONS IN ORDER INDICATED BY NUMBERS IN CIRCLES.
NOT MORE THAN 2 SECTIONS OF ANY ONE PICR MAY BE UNDER CONSTRUCTION AT
QNE TIME. PREVIOUS SECTIONS MUST BE BACKTILLES AND ZARTH TAMPED INTO PLACE
BOZrORE BEQINNING EXCAVATION PFOR FOLLOWANG SECTIONS. ALL \JORK ON SZCTIONS
1TO 8 NCLUSIVE MUST BE COMPLETED REFORE EXCANATING FOR SECTION 8

HORIZONTAL. REINFORCING RODS MAY BE SPLICED AT CONSTRUCTION

JOINTS BY LAPPING 40 DIAMETERS.

| Chapman Ave Bridge

over s«ntiago Creek
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